ICARO

120X120 — 47,24"X47,24"
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Sistema de Nivelado Rectificado Antihielo No Repetitivo Muy Dest.(v4) Brillo Pulido Polivalente Porcelanico
Rectified Frost proof No Repetitive ~ Shade Variation: High  Shiny polished Versatile Porcelain

ICARO MUSK PULIDO
P1212GRP

CARACTERISTICAS TECNICAS / TECHNICAL CHARACTERISTICS

Chemical Resistance

. : Mechanical
. - . S Stain Resistance Resist
Acids and Alkalis Acids and Alkalis esistance
Strength Water (Low concentration) (High concentration)
Resistance Absorption
Class | Abrasion
Stage
Size Colour
Ammonia Hydrochloric | Citric Acid | Potassium | Hydrochioric Potassium | Tracing | Chemical Frost Bending
PENDULUM| — RAMP Chioride Hydroxide Acid Hydroxide | Action Oxidize Resistance | Resistance
BARE FOOT Action

| 120X120 | Musk | 4 600 <0,5% | | GA | GLA | GLA | GLA | GHB | | GHB | 5 | 5 | 5 |RESISTE >35N/mm2

EMBALAJE / PACKING LIST

Sgm /B Sgm / Pallet
- E:Iar;rox.())x o o (:I(r;pm:'l) : o
1 42

120X120 1.44 29,00

60.48 1218 47,24"X47,24"

Se aconseja uso del Sistema Nivelado
We recommend using Levelling System to fix the tiles

Fecha: 18/10/2025
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